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HS44 PART NUMBERS AND AVAILABLE OPTIONS
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HS44 Shaft Tether Connector | Marker Gating L|_ne P.PR PPR Mods
Driver (Single) (Dual)

2 - 12mm End- |X - No Tether 2 - M23/12 K - % AB Cycle, 1 - 6-30Vin/out AN - 256 XX - None 000 - No Special
of-Shaft (EOS) |1 = Bracket Only pin (CW Sync w/A&B 2 - 6-30Vin/5V out |AR - 512 Mods
Straight; 120°(25mm pin #s) High 3 - 5Vin/out AY - 1024 9XX - Custom
Standard from shaft Standard L - % AB Cycle, A3 - 2000 Cable Length”
Bearings to inboard Phasing Sync w/B Low A4 - 2048 TXX - Anti-Rotation

6 - 16mm EOS mount) 3 - M23/12 M - 1 AB Cycle, AT - 3072 Arm Length**
Straight; Std |2 - Bracket Only pin (CW Sync w/A High AD - 4096 068 - Remote
Bearings 330°(22mm pin #s U - Ungated Wide A2 - 8192 Alarm Output

7 - 17mm EOS from shaft to Reverse Marker K1 - 10000 069 - 250mm
10:1 Taper; outboard Phasing Grounding
Std Bearings mount) T - M12-8 pin *Contact Factory for Strip

B - 12mm End- Turck Pinout Additional PPRs 070 - Expanded
of-Shaft (EOS) U - M12-8 pin Temp Range
Straight; U.S. Pinout (-40 to +100C)
Ceramic W - M20 Cord
Bearings Grip w/ 0.5M **Anti-Rotation Arm length

F - 16mm EOS (20”) Cable = XXmm/10; in 10mm
Straight; Y - M20 Cord increments
Ceramic Grip w/o A Custom Cable Length
Bearings Cable in meters; whole meter

G- 17mm increments up to 99m
EOS 10:1
Taper;

Ceramic
Bearings

CROSS PART NUMBER TABLE
Baumer Avtron Encoders

Leine & Linde Aviron Encoders

729677-02 HS44B1YK1A4XX070 HOG86FHCDN3072l HS44BX2K1ATXX070

799798-01 HOG862FHB6DN1024I HS44FX2K1AYXX070
HS44F1YK1AYXX070

824056-01 HOG9DN2048116H7 HS44F22K1A4XX000

768201-03 HS44F22K1ATXX000 HOG9DN2048I17K HS44G22K1A4XX000
809523-01 HS44F22K1A4XX069
816177-01 HS44FX2K1A4XXTXX
768575-01 HS44G22K1A4XX070
768155-01 HS44F22K1A4XX070
768201-01 HS44F22K1A4XX070
862208336-3072 HS44F2WK1ATXX000
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CORD GRIP CONNECTOR OPTION
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M23-12 & M12-8 PIN CONNECTOR OPTIONS
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Features and specifications subject to change without notice.
Nidec Industrial Solutions standard warranty applies. All dimensions are in mm [inch].



